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VERIFICATION OF COMPLIANCE 
to the requirements of 

ErP Directive 2009/125/EC 
 

Verification Report No. : EL/2009/B0063C-01 

Product Name : External power supply 
  

Model number Table 
ELJINTEK Model Name Mean Well Order No. ELJINTEK Model Name Mean Well Order No. 

GPSU06X-1 GS06X-1P1J GPSU15X-1-ZZZ GS15X-1P1J 
GPSU06X-1-1 GS06X-11P1J GPSU15X-1-1-ZZZ GS15X-11P1J 
GPSU06X-2 GS06X-2P1J GPSU15X-2-ZZZ GS15X-2P1J 
GPSU06X-3 GS06X-3P1J GPSU15X-3-ZZZ GS15X-3P1J 
GPSU06X-4 GS06X-4P1J GPSU15X-4-ZZZ GS15X-4P1J 
GPSU06X-5 GS06X-5P1J GPSU15X-5-ZZZ GS15X-5P1J 
GPSU06X-6 GS06X-6P1J GPSU15X-6-ZZZ GS15X-6P1J 

GPSU06X-7 
GS06X-7P1J 

GS06X-29Q1E 
GPSU15X-8-ZZZ GS15X-8P1J 

GPSU06X-8 GS06X-8P1J   
Variant types〝X〞,〝Z〞description 

 
X=S for 3 pin Australian type. 
X=SA for 2 pin Australian type. 
X=BS for UK type. 
X=U for American type. 
X=E for European type. 

 
X=S for 3 pin Australian type. 
X=SA for 2 pin Australian type. 
X=BS for UK type. 
X=U for American Wall mount type.
X=E for European Wall mount type.

X=A for IEC-320-C14. 
X=B for IEC-320-C8. 
X=C for IEC-320-C6. 
X=D for With ac power cord 
Z=U or blank for 2Pin American type. 
Z=U1 or blank for 3Pin American type. 
Z=E or blank for European type.   

Applicant : ELJINTEK, INC 

Address of Applicant : 6F-1, No.286-3,Shin-Ya Road, Chien-Chen District, Kaohsiung, Taiwan 806
TDF Number : EL/2009/B0063T-03
Test Report Number : EL/2009/B0063-01
Date of Issued : 2012/11/02 
Applicable Standards : COMMISSION REGULATION (EC) No 278/2009 of 6 April 2009 

 
Conclusion  

Based upon a review of the Test Report(s) and the Technical Documentation File, the apparatus is 
deemed to comply with the below requirements of:  
 
Energy-Related Products Directive 2009/125/EC (recasts and supersedes 2005/32/EC) 
Ecodesign requirements for no-load condition electric power consumption and average active 

efficiency of external power supplies EC No. 278/2009, 
               Annex I, Two years after this Regulation has come into force. 

 
Note：This verification is only valid for the apparatus and configuration described and in conjunction with the technical data 

detailed above. 
The CE mark as shown below can be used, under the responsibility of the manufacturer, after completion an EC 
Declaration of Conformity and compliances with all relevant EC Directives. 

 
Authorized Signatory:  

 
 

SGS TAIWAN LTD. 
Steven Chiou  
Director 
 


