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1 TEST RESULT CERTIFICATION 

Product: 

SWITCHING POWER SUPPLY  
(For models GPSU12x-y, GPSU12x-y-USB);  
AC/DC SWITCHING ADAPTOR  
(For models SGA12xyzzzz, SGA12xyzzzz-USB) 

Model: 

GPSU12x-y, GPSU12x-y-USB (x = U, E, UI, EI, SAI, BSI, KRI, ARI; y = 1 to 
8 or 1-1) and  
SGA12xyzzzz, SGA12xyzzzz-USB (x = U, E, I; y = 05, 07, 09, 12, 15, 18, 
24, 28 or 48; z=0 to 9, A to Z, hyphen or blank) 

Applicant: Eljintek, Inc. 
6F-1, No.286-3, Shin Ya Road, Chien Chen Dist., Kaohsiung 806 Taiwan 

Manufacturer: Eljintek, Inc. 
6F-1, No.286-3, Shin Ya Road, Chien Chen Dist., Kaohsiung 806 Taiwan 

Tested: November 24, 2015 ~ December 02, 2015 

 

EMISSION 
Standard Item Result Remarks 

Conducted (Power Port) PASS Meet Class B limit 

Radiated (Below 1GHz) PASS Meet Class B limit 

FCC 47 CFR Part 15 Subpart B, 

ICES-003 Issue 5: 2012 

ANSI C63.4: 2014 Radiated (Above 1GHz) N/A No requirement 

Note:  1. The statements of test result on the above are decided by the request of test standard only; the 
measurement uncertainties are not factored into this compliance determination. 

 2. The information of measurement uncertainty is available upon the customer’s request. 

Deviation from Applicable Standard 

None 

 
The above equipment has been tested by Compliance Certification Services Inc., and found 
compliance with the requirements set forth in the technical standards mentioned above. The 
results of testing in this report apply only to the product/system, which was tested. Other 
similar equipment will not necessarily produce the same results due to production tolerance 
and measurement uncertainties. 
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